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advanced FLOW engineering Stage-2 Air Intake

Instruction Manual P/N: 51-11922 / 54-11922 / 75-11922

Make: Chevrolet  Model: Silverado HD Year: 2011-2012  Engine: V8-6.6L DURAMAX (LML)
Make: GMC 	 Model: Sierra HD      Year: 2011-2012  Engine: V8-6.6L DURAMAX (LML)
NOTE: Includes Denali Models.
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Label	 Qty.	 Description	 Part Number

A1	 1	 Air Filter (Pro DRY S)	 21-91051

A2	 1	 Air Filter (Pro 5R)	 24-91051

A3	 1	 Air Filter (Pro-GUARD 7)	 75-91051

B	 1	 Housing	 05-11922B3

C	 1	 Tube 1 of 2	 05-11922B1

D	 1	 Tube 2 of 2	 05-11922B2

E	 1	 Insert, MAS Flow	 05-01153

F	 1	 Coupling, Filter Adaptor	 05-01158

G	 1	 Coupling, Silicone Hump	 05-01255

H	 4	 Clamp, #80	 30-50011

I	 1	 Seal Trim (43" inches)	 05-00072

J	 1	 Edge Trim (7.5" inches)	 05-00149

K	 1	 Coupling, Turbo Adaptor	 05-01157

L	 1	 Injection Molded Adaptor	 05-00611

M	 1	 Torx Bit - T20	 03-50066

N	 5	 Button Head Screw	 03-50113

O	 1	 MAS Gasket w/PSA	 05-00118

Installation will require the following tools:
8mm Nut driver, 10mm Nut driver, Torx 20 (T20), and 4mm hex key.

• Please read the entire instruction manual before proceeding.
• Ensure all components listed are present.
• If you are missing any of the components, call customer support at 951-493-7100.
• Ensure you have all necessary tools before proceeding.
• Do not attempt to work on your vehicle when the engine is hot.
• Disconnect the negative battery terminal before proceeding.
• Retain factory parts for future use.
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Warranty Information available at: https://afepower.com/contact#warranty
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Refer to Figure A for steps 1-3
Step 1: Disconnect the Mass Air Flow (MAF) sensor harness and remove sensor with a Torx (T-20) driver.

	 Save the 2 screws for use on the new intake tube.

Step 2: Disconnect the temp sensor harness.

Step 3: Loosen all tube clamps using an 8mm nut driver. Remove the tubes. 

REMOVAL
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Figure A



Refer to Figure B for steps 4-5
Step 4: Remove the OE filter housing with an upward pull to release it from its mounting grommets.
Step 5: Remove the housing mounting tray with a 10mm nut driver. 
	 Also remove the trim screw from the top of the core support with a 10mm
	 nut driver, save the screws for reuse.

REMOVAL
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Figure B
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Refer to Figure C for steps 6-7
Step 6: Install the filter adaptor onto the housing with 5 button head socket screws and a 4mm hex key.

Step 7: Install the trim seal along the top and side of the housing. A couple of tight bends will be needed

	 rounding the corners.

Figure C

INSTALL
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Refer to Figure D for step 8
Step 8: Lower the housing into place and secure with the original screws. This can be done without

	 disconnecting the small coolant hose. Tighten with a 10mm nut driver.

Figure D

INSTALL
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Refer to Figure E for step 9
Step 9: Wipe down inside and outside surfaces of the filter adaptor coupler to remove slippery mold

	 release agent. Install the filter adaptor coupler in position.

Figure E

INSTALL



Refer to Figure F for step 10  
Step 10: Wipe down inside and outside surfaces of the turbo inlet coupler to remove slippery mold

	   release agent. Install turbo inlet coupler over the turbo inlet.

aFepower.comPage 9

Figure F

INSTALL
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Refer to Figure G for steps 11-13
Step 11: Install the MAS flow insert inside the turbo inlet tube near the MAF sensor location. (This

	   MAS flow insert is an essential component for proper operation.)  Install the MAF sensor

	   using the original mounting screws and supplied gasket (tighten the sensor screws just snug

	   enough to hold the sensor down. DO NOT OVER TIGHTEN!). Slip the hump coupler over this

	   end of the tube & secure loosely with a provided hose clamp.

Step 12: Place hose clamps over the tube ends, assemble the tubes from front to rear, tighten all clamps.

Step 13: Install filter. It should be lowered into the housing and brought back up onto the filter adaptor.
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Figure G

INSTALL
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Refer to Figure H for steps 14-15
Step 14: The temp sensor harness should cross over the intake tube and reconnect to the sensor.

	   Also reconnect the mass air flow sensor.

Step 15: Check that all components are tight and secure. Your installation is now complete.

NOTE: Retighten all connections after approximately 100-200 miles.
Place the included CARB EO sticker on or near the device on a smooth, clean surface. 

EO identification label is required to pass the Smog Check Inspection.

Figure H

INSTALL
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252 Granite Street Corona, CA 92879

TEL: 951.493.7100 • TECH: 951.493.7134
E-Mail:Tech@aFepower.com P/N: 06-80380
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